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Thank you for purchasing MH-3622RD-U3P Dual Bay RAID Storage Center from archgon. For 

trouble free operation and prolonging device life, please read the following instructions and 

note all the precautions. 

 

HDD(s) is required to be re-formatted and all data will be deleted after resetting HDD 

mode. Please make sure you have backup data before adjusting RAID Switch. We strongly 

suggest you to keep the device in INDIVIDUAL mode if you are not familiar with JBOD or 

RAID modes. 

 

 

 

Getting Started & Notice 

The MH-3622RD-U3P Dual Bay RAID Storage Center is equipped with 4 different operation 

modes, RAID 0/1/JBOD/Individual that changes by adjusting switches & pressing reset 

button, easily and quickly. Rebuild function under RAID 1 mode is embedded and activated 

automatically when a new HDD is inserted.  

 

Important! 

- SATA II interface hosts SATA I, II, III HDD(s) 

- USB 3.0 is downward compatible with USB 2.0 

- 2 HDDs are required for JBOD & RAID modes. 

- Do not install or remove HDD while any HDD is working, or it will result in re-establish 

USB connection. 

- HDD formatting is required when HDD mode changes. Backup data before changing 

HDD mode. 

- HDD mode can be changed either USB is connected or disconnected, but itΩs 

recommended that USB is better linked to computer for formatting HDD(s). 

- Activate GPT mode to initialize disk when HDD capacity is larger than 2TB. 

- Be sure this device works under a well-ventilated environment. 

- Do not place any liquids or chemical hazards near the product. 

- In avoidance of HDDΩs temperature going too high, be sure to turn on the fan. 

- Power Synchronization: When a system reaches sleep mode, the monitor turns off, but 

the motherboard is still on. In this case, HDD and LED will be still on. 
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Product View 

             

 

LED Indication Table 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Status 
LED status   

HDD1 HDD2 Power 

Power on without HDD(s) 

connected 
OFF OFF Green 

HDD1 & 2 connected Blue Blue Green 

Individual 
HDD1 access Flash Blue Green 

HDD2 access Blue Flash Green 

RAID 0 Data Access Flash Flash Green 

RAID 1 

Data Access Flash Flash Green 

Rebuild 
Flash irregularly while processing. 

Flash regularly when finished. 
Flash 

JBOD  Data Access Flash Flash Green 

RAID mode change 

(reset button pressed) 
Flash Flash Green 

Power LED 

HDD 1 LED 

HDD 2 LED 

Power Switch 

DC Power Jack 

Cooling Fan 

USB 3.0 Port 

Fan Switch 
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Hard Drive Installation Guide 

STEP1: Release the 4 screws then pull out the rear panel and tray. 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

STEP2: Place HDD(s) into the tray. Push HDD(s) to connect the SATA connector(s). 
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STEP3: Screw HDD on the tray (To 3.5έ HDDs). 
 
 

 
 

 

 

 

STEP4: Push the tray into the aluminum case and crew the rear panel. 
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HDD Modes 

̛ We strongly suggest you to keep the device in INDIVIDUAL mode if you are not familiar 

with JBOD or RAID modes. 

̛ HDD formatting is required when HDD mode changes. Backup data before changing 

HDD mode. 

̛ HDD mode can be changed either USB is connected or disconnected, but itΩs 

recommended that USB is better linked to computer for formatting HDD(s). 

 

Step 1. Select HDD mode by adjusting RAID Switch according to the άRAID SW Definitionέ 

table below. 

Step 2. Press and hold Reset Button  for 5-7 seconds until LEDs stop flashing. 

Step 3. Follow the Hard Drive Formatting Guide to format HDD(s). 
 

 

Mode Description 

Individual 
2 HDDs are accessible as 2 Individual hard drives. 

Shows 2 individual HDDs. 

JBOD 

2 HDDs are accessible as 1 independent hard 

drive.  

Capacity: Sum of 2 HDD capacities. 

Risk: High 

RAID 0 

RAID: Block-level striping without parity or 

mirroring. 

Capacity: Multiply the smaller HDD capacity by 2 

Risk: High 

RAID 1 

RAID: Mirroring without parity or striping. 

Capacity: Smaller HDD capacity by 1. 

Risk: Low 

RAID Switch 

Individual JBOD 

RAID 0 RAID 1 

RESET Button 
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Hard Drive Formatting Guide on Windows 

Partition a volume 

A volume must be partitioned before you may begin using the drives under an OS. The 

following sections describe procedures required to partition a volume. 

Note : 

- Follow the step-by-step instructions below to complete the HDD partitioning and 

formatting. 

- Each HDD has to be partitioned and formatted respectively. 

 

1. Right-click the Computer icon and select Manage from the pop-up window. From the 

Computer Management window select Disk Management under Storage to start 

formatting.  
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2. Right-click ά¦ƴŀƭƭƻŎŀǘŜŘέ and select New Simple Volume. If a New Simple Volume 

option is not available, initialize the disk first. ¢ƻ ƛƴƛǘƛŀƭƛȊŜ ŀ ŘƛǎƪΣ ǇƭŜŀǎŜ ŎƘŜŎƪ άLƴƛǘƛŀƭƛȊŜ 

ŀ 5ƛǎƪέ ŀǘ ƴŜȄǘ ǎŜŎǘƛƻƴ ŦƻǊ ƎǳƛŘŀƴŎŜΦ 

Note: In Win XP, you will probably find New Partitioƴ ƛƴǎǘŜŀŘ ƻŦ bŜǿ {ƛƳǇƭŜ ±ƻƭǳƳŜΦ LǘΩǎ 

basically the same idea; those two terms are often used interchangeably.  

 

 

 

 

 

 

 

 

3. Click Next to start the New Simple Volume Wizard.  
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4. Specify the partition size. By default the partition occupies the entire volume. Click Next. 

 

 

 

 

 

 

 

 

 

5. Assign a drive letter and click Next. 
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6. Name, format the partition, and click Next. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Review the file system settings and click Finish to create the logical partition.  
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Initialize a Disk 

If a New Simple Volume option is not available while right-clicking the ά¦ƴŀƭƭƻŎŀǘŜŘέ box, 

ƭƻƻƪ ǘƻ ǘƘŜ ƭŜŦǘ ƻŦ ǘƘŜ ά¦ƴŀƭƭƻŎŀǘŜŘέ ōƻȄΦ ¸ƻǳ Ƴƻǎǘ ƭƛƪŜƭȅ ǿƻǳƭŘ ǎŜŜ I55όǎύ άNot InitializedέΦ 

Initialize the HDD(s) and make sure you see άhƴƭƛƴŜέ before proceeding to HDD 

formatting/partitioning. 

 

 

 

 

 

 

 

 

 

 

 

 

1. Right-click the άNot Initializedέ block to observe below drop window.  

Select άLƴƛǘƛŀƭƛȊŜ 5ƛǎƪέ.  
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2. You will find a pop-ǳǇ ǿƛƴŘƻǿ ōŜƭƻǿΣ ²ƛƴ т ǇǊƻǾƛŘŜǎ ƻǇǘƛƻƴǎ ŦƻǊ άa.wέ ƻǊ άDt¢έΦ Lǘ ƛǎ 

recommended selecting άa.wέ ƛŦ ǘƘŜ I55 ŎŀǇŀŎƛǘȅ ŘƻŜǎ ƴƻǘ ŜȄŎŜŜŘ н¢.Φ On the other 

hand, άDt¢έ is recommended if HDD capacity is larger than 2TB. 

 

 

 

3. άOnlineέ ƳŜǎǎŀƎŜ ǿƛƭƭ ǊŜǇƭŀŎŜ άNot Initializedέ ƳŜǎǎŀƎŜ ǿƘŜƴ Řƛǎƪ ƛǎ ƛƴƛǘƛŀƭƛȊŜŘ ŀƴŘ 

ready for disk partitioning and formatting.  
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Note 
HDD Modes  

¶ 2 HDDs are required for JBOD & RAID modes. 

¶ Keep the device in Individual mode if you are not familiar with JBOD or RAID mode. 

¶ Reset the device is necessary when changing HDD Mode. Press άReset buttonέ only 

when the device is powered on. HDD pre-installation is mandatory. 

¶ Make sure to backup data before changing HDD mode since such practice requires HDD 

reformatting and all data will be deleted. 

 

HDD 

¶ Do not install or remove HDD while any HDD is working, or it will result in re-establish 

USB connection and may damage data. 

¶ Hot swappable, Plug & Play features are only granted under RAID 1 and Individual 

modes. 

¶ Select GPT mode to initialize disk when HDD capacity is larger than 2TB 
 

Limited Warranty 
Archgon warrants MH-3622RD-U3P is free from defects in materials or workmanship under 

normal use for a period of one (1) year from the date of original purchase. 

 

The limited warranty does not cover upon occurrence of the following events 

1. Damages from misuse, accident or any man-caused damages 

2. The disassembly or the re-equipping causes the damage arbitrarily. 

3. Improper maintenance, leading to product failure or damage 

4. Unsuitable physical or operating environment beyond product specification, leading to 

product failure or damage. 

 

For further questions, please write an e-mail to archgon@archgon.com 

 

 

 

mailto:archgon@archgon.com
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RAID MH -3622RD-U3P̙

Ǎ ̙ 

 

Ǎ

Ǎ Ǎ ̙ JBOD

RAID Ǎ Ǎ INDIVIDUAL

̙ 

 

 

 

RAID MH -3622RD-U3P Ǎ

4  ŀ Individual / JBOD / RAID 0 / RAID 1 ̙ RAID 1

Ǎ ̙ 

 

!  

- SATA II SATA I, II, III ǰ 

- USB 3.0 USB 2.0ǰ 

- JBOD RAID 2 ǰ 

- USB

ǰ 

- 

ǰ 

- USB USB

ǰ 

- 2TB GPT ǰ 

- ǰ 

- ǰ 

- ǰ 

- ǰ

ǰ 
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LED  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
LED  

HDD1  HDD2   

 ·  OFF OFF  

HDD 1 & 2  ON ON  

Individual  
HDD1  ON  

HDD2 ON   

RAID 0     

RAID 1 

    

 
Ǜ  

Ǜ  
 

JBOD      

    

 

HDD 1  

HDD 2  

 

DC  

 

USB 3.0 
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STEP1: 4 Ǎ ̙ 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

STEP2: Ǎ SATA ̙ 
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STEP3: ( 3.5 )̢ 

 
 

 
 

 

 

 

STEP4: 4 ̢ 
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̛ JBOD RAID INDIVIDUAL

ǰ 

̛ 

ǰ 

̛ USB USB

ǰ 

 

Step 1. Ǎ ̙ 

Step 2. 5-7 LED ̙ 

Step 3. ̙ 

 

 

  

Individual  
HDD 1 & HDD 2 2 ̙ 

2 ̙ 

JBOD 

HDD 1 & HDD 2 1 ̙ 

HDD 1 + HDD 2 ̙ 

Ǎ ̙ 

RAID 0 

HDD 1 & HDD 2 1 ̙ 

 x 2̙ 

Ǎ ̙ 

RAID 1 

HDD 1 & HDD 2 1 ̙ 

 x 1̙ 

Ǎ ̙ 

 

Individual JBOD 

RAID 0 RAID 1 
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(Windows) 

ǰ 

1. a. ̥ ̦Ǎ ̥ ̦ ̥ ̦Ǎ

̥ ̦̙ 

 

 

 

 

 

 

 

 

 

 

 

2. ̥ ̦ Ǎ ̥ ̦̙ 
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3. ǍVista ̴MBR̵ ̴GPT̵

̙ 2TB Ǎ ̴MBR̵Ǎ 2TB

̴GPT̵ ̙ 

 

 

 

 

 

 

 

 

 

 

 

 

4. Ǎ ̥ ̦ ̥ ̦Ǎ

̙ 
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1. ̥ ̦ Ḁ̌ ̦ Ǎ ̥ ̦  ̙

( ̥ ̦Ǎ ̥ ̦) 

 

 

 

 

 

 

 

 

 

2. ̥ ̦ Ǎ ̙ 

 

 

 

 

 

 

 

 

3. Ǎ Ǎ ̙ 

 

 

 

 

 

 

 

 


